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Model No. 206-A 
BLOW TORCH 


Adjustable air siphoning tube 
(Turner's exclusive ‘Carburetor 
Control’’) permits instant balanc- 
ing of gas and air mixture to 
meet widely varying fuel and job 
conditions. Has automatic clean- 
ing needle, replaceable jet block, 
oversize fuel passages. Blow- 
proof. Capacity: one quart. 











Model No. 30-AT 
BLOW TORCH 


Popular- prices general 
duty torch with powerful 
one-piece cast bronze 
burner and jam- proof taper 
needle. All inlets locked 
metal-to-metal; blow-proof 
pump has self-lubricating 
leather washer; sturdy pol- 
ished brass tank with wind- 
shield. Factory burn-tested. 
Capacity: one quart. (No. 
25-AT: pint size.) 





SEE YOUR JOBBER 


Model No. 275 
FIRE POT 


Features exclusive ‘‘Car- 
buretor Control’ which 
— more perfect com- 

ustion at pressures of only 
20 to 30 pounds... licks a 
troublesome problem by 
eliminating carbonization 
and insuring longer coil 
life. Complete with stain- 
less steel needle which auto- 
matically cleans the orifice. 
Melts 20 pounds of lead in 
3 minutes; takes a 6” melt- 
ing pot; capacity 9 pints. 


Free newspaper admats featuring Turner Tested Torches are 
Also, illustrated descriptive folders. 


avatlable on request. 


Since 


Mention Hardware Age When Writing 

























Model No. 92-A 
BLOW TORCH 


Double-jet burner produces 
a pencil point flame — a 
flame within a flame regis- 
tering 2300°F. Ideal for 
sweating copper fittings, 
brazing, or fine precision 
work. Idling flame keeps 
torch fully generated. 
Seamless, high-polished 
brass tank with bottom fill. 
Capacity: one quart. (No: 
95-A: pint size.) 
















Model No. 39-A 
BLOW TORCH 


Throws a “‘brute” flame. Ideal 
for pre-heating castings when 
welding or soldering large joints 
Burner has 7%” opening. Com- 
plete with exclusive ‘‘Carburetor 
Control”. High polished brass 
tank with bottom fill. Drip cup 
filler valve is an additional con- 
venience. Capacity: one quatt. 






Model No. 475 
FIRE POT 


Tinner’s pot featuring 
“Carburetor Control” 
Safer... reduces fire hazard 
of old-style charcoal burn- 
ers; smokeless, sootless, 
sparkless. Soldering iron 
rest keeps points of solder- 
ing coppers out of direct 
flame. Ready for operation 
in 5 minutes; burns 9 hours 
on single filling. Fuel ca- 
pacity is one gallon. -Can 
also be used for melting 


purposes. 
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